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Project Name:   Richmond Primoid
Plans

POD2020-00021| M# POD2018-00368
Date Received by Public Works:     June 5, 2018      Sept 7, 2018      Jan 16, 2020
Date Comments Completed:           June 19, 2018    Sept 25, 2018     Feb 3, 2020

ROAD IMPROVEMENT COMMENTS:
1.  FORMCHECKBOX 

Road improvements and/or right-of-way dedication is required.

 FORMCHECKBOX 

Right-of-way dedication to ... feet from centerline of right-of-way is required for property frontage along ...
 FORMCHECKBOX 

Road widening with Henrico County curb & gutter to 18 feet from centerline is required along Compton Road. Label dimension of ‘new’ road width (from centerline to F/C).
 FORMCHECKBOX 

Road widening to ... feet from centerline and a --- feet wide shoulder is required along .....................

 FORMCHECKBOX 
  Minimum improvements required, including 4’ stabilized shoulders and associated ditch      

work for adequate drainage along ............................
2.  FORMCHECKBOX 

Show dimensions, right-of-way centerlines, curb return radii, and right-of-way widths of all roads (both sides) and intersections on the plans. Example- label ROW lines along Compton Road; lines and/ or line weights are not clear.
3.  FORMCHECKBOX 

The minimum allowable centerline radii for curves is … feet along ...
4.  FORMCHECKBOX 

The minimum access point spacing is … feet along …

STANDARD PLAN COMMENTS:

5.  FORMCHECKBOX 

Provide the vehicle trips per weekday, AM peak hour weekday trip generation (enter/exit) and PM peak hour weekday trip generation (enter/exit) on the plan cover sheet. There is a newer POD cover sheet that needs to be used that is available at http://henrico.us/works/design/.
6.  FORMCHECKBOX 

Henrico County standard curb and gutter is required around all interior driveways and around all parking areas. Specify any newly proposed curb and gutter as “Henrico County Standard” and refer to figure on sheet C18.
7.  FORMCHECKBOX 

Henrico County standard independent curb is required.

8.  FORMCHECKBOX 

Raised, landscaped islands with a minimum width of 9 feet are required at the ends of all rows of parking to separate parking areas from driveways.

9.  FORMCHECKBOX 

Label driveway widths, curb radii, and typical parking space dimensions on the plans.

10.  FORMCHECKBOX 

Curb radii adjacent to parking spaces need to be a minimum of 4.5 feet.

11.  FORMCHECKBOX 

Final grading details need to be shown in order to determine the need for guardrail or other accepted vehicular protection.
12.  FORMCHECKBOX 

Guardrail and proper end treatments are required along public roadways where the appropriate clear zone is not provided.  The approximate locations of the guardrail and end treatments need to be shown on the plan within the right-of-way or an easement.

13.  FORMCHECKBOX 
 
In private developments, guardrail or other accepted vehicular protection is required along drive aisles, parking lots or internal private roads adjacent to a BMP, or where a 7.5 feet wide clear zone having a graded 6:1 or flatter shelf from face of curb or near edge of pavement is not provided. When there is a water hazard with a depth of 2 feet or more, the minimum clear zone increases to 10 feet.  The approximate locations of the guardrail or other accepted vehicular protection need to be shown on the plans.  

14.  FORMCHECKBOX 

Per Public Works policy, a standard Henrico County sidewalk with a 2 feet wide utility strip is required along ……………. for the entire frontage of the property.

15.  FORMCHECKBOX 

All sidewalks must be located within right-of-way.

16.  FORMCHECKBOX 

Pedestrian passing areas are needed in sidewalk.

17.  FORMCHECKBOX 

Sidewalks that run along the end of parking spaces are required to be 5 feet wide.

18.  FORMCHECKBOX 

Wheel stops are required in any proposed handicap parking spaces and any regular parking spaces adjacent to the ramps.  Provide handicap parking signs, R7-8, in front of handicap parking spaces.

19.  FORMCHECKBOX 

[REPEAT] A standard R1-1 Stop Sign and 24 inch white stop bar are required at all points of egress from this development.  Where is / What is the traffic control device for the ‘large lot’? Label stop signs and 24 inch white stop bars.
20.  FORMCHECKBOX 

Recommend standard R1-1 Stop Sign and 24 inch white stop at all internal intersections within the proposed development.

21.  FORMCHECKBOX 

No on-street parking will be permitted for this development on the adjacent public roads now or in the future.

22.  FORMCHECKBOX 

Provide intersection sight distance lines to scale on the plan for all access points onto the public right-of-way.  Provide a profile of the roadway along with the driver’s line of sight.  Show sight distance 12 feet from edge of travel lane.  Adequate sight distance must be demonstrated prior to Public Works’ approval of this plan.
23.  FORMCHECKBOX 

A minimum of 30 feet to the first point of conflict is required at the proposed entrances from a public street.

24.  FORMCHECKBOX 

[REPEAT] All two-way drive aisles need to be a minimum of 24 feet wide and a maximum of 30 feet wide.  Add label for aisle in large lot. Refer to comment #9 as well.
25.  FORMCHECKBOX 

All one-way drive aisles need to be a minimum of 18 feet wide.  Henrico County Division of Fire may require 20 feet.
26.  FORMCHECKBOX 

Dedicated turn around spaces with adequate back-out room are required in any dead end of rows of parking.  Label the striped out turn around space on the plan.
27.  FORMCHECKBOX 

Bollards are needed for vehicular protection for any proposed doors that swing into the proposed drive aisles around the proposed building.  Details for the bollards need to be shown on the plans.

28.  FORMCHECKBOX 

Show truck movements on the plan.

29.  FORMCHECKBOX 

Provide a maintenance of traffic plan for all work proposed in the public right-of-way.

30.  FORMCHECKBOX 

A note needs to be included on the plans indicating: “If there are any Henrico County maintained signs within the construction limits that the contractor feels are in the way, please contact Traffic Engineering at (804) 727-8296 for removal and re-installation.”

31.  FORMCHECKBOX 

A note needs to be included on the plans indicating: “The contractor is responsible for installing all stop signs, directional signs, and striping shown on the plans.”
32.  FORMCHECKBOX 

Additional comments may follow upon review of a subsequent submittal.

ADDITIONAL PLAN COMMENTS:
a. [REPEAT] The entrance into the site for the ‘large lot’ requires a CG-9D Entrance. Concrete label acknowledged. Provide a VDOT standard CG-9D detail on to plan. Label both accesses off public right-of-way as CG-9D on sheet C2. Terminate concrete (in concrete to asphalt transition) at right-of-way line.
b. [REPEAT] Install reflectors on gate into site. No annotation nor detail of reflectors for gate provided.

c. Clarify large, empty space in western-most corner of parking lot (in larger lot, across from concrete loading dock).
d. Recommend removing parking space nearest to dumpster enclosure in larger lot. With bollards proposed for dumpster enclosure doors, there is concern about how the vehicle will maneuver in and out of that parking space. Consider adding a raised, landscaped island to replace parking space.
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